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1 Introduction 
CBAM340.1-0m60 is a serial 1 GBit/s cable adapter for FETKs. Prepared to mount 
with a EMC safe cable gland. 

 

Figure 1 View 
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2 Installation 

 

Figure 2 Installation, permanent power supply in ECU not available 
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3 Technical Data 

3.1 Mechanical Dimensions 

 

Figure 3 Mechanical Dimensions 

CBAM340.1 stripped for 10mm, to mount the cable with a EMC safe cable gland 
into the ECU housing. 

3.2 Connectors 

 

Figure 4 Connector Description 

Connector Color             Target 
CON1 Blue Lilac G. Ethernet Cable e.g. CBE260 
CON2 white FETK e.g. FETK-S2.0 
CON3 - Shield to ECU housing 

3.3 Temperature Range 
Condition Temperature 
Operating Temperature -40°C - +125°C 
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4 Ordering Information 
Short Name Order - Number 
CBAM340.1-0m6 F 00K 109 302 
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5 ETAS Contact Addresses 

ETAS Headquarters 
ETAS GmbH   
Borsigstraße 24 Phone:  +49 711 3423-0 
70469 Stuttgart Fax:  +49 711 3423-2106 
Germany Internet: www.etas.com  

ETAS Subsidiaries and Technical Support 
For details of your local sales office as well as your local technical support team 
and product hotlines, take a look at the ETAS website: 
ETAS subsidiaries Internet: www.etas.com/en/contact.php 
ETAS technical support Internet: www.etas.com/en/hotlines.php 

 

https://www.etas.com/
https://www.etas.com/en/contact.php
https://www.etas.com/en/hotlines.php
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